DATA SHEET: LSA-AS5WORNC1A1

146

HOUSING:
Materials:

Electrical Entries:

Mounting:
Enclosure:
SENSORS:

Type:

Nominal Voltage:
Current Rating:

Off State Current:

Base: -ABS

Lid: - Lexan 123R
Shaft: - Stainless Steel
O-rings: - Nitrile

Seal: - Nitrile

1x M20 and 1x M12
VDI/VDE3845 (NAMUR)
IP 68

Proximity 2-Wire NO
5-60 VDC

200 mA
<1 mA

5/2-3/2 SOLENOID VALVE:

Type:
Materials:

Connections:

Flow Rate:

High Cycle Caged Spool

Housing - Anodised Aluminium
Seals - Polyurethane & Nitrile

In/Out - 1/4” BSP
Exhaust - 1/8” BSP
1000 I/min @ 6 Bar

Operating Pressure: 200 to 1000 KPa
Temperature Range: -20 to +80 °C

Voltage:

24 VDC

AS-l Fieldbus Card:

/O  Input:
Output:

Number of Stations:

Distance:

2 Digital Inputs
2 Digital Outputs

62 (AS-I Bus Standard)

100m std (300m with repeaters)
AS- Interface Voltage: 26.5-31.6 VDC

107.50

WIRING DIAGRAM:
CD 055

BU/AS-i -

PROGRAMMING (BIT-SETTING):

Data bit (Input via AS-i)

Bit
DO
D1
D2
D3

Parameter bit
Function Bit Function
Output A1 PO Not Used
Output A2 P1  Not Used
Input E1 P2 Not Used
Input E2 P3  Not Used

ﬁ NTEREACE

Address preset 0
changeable via bus
master or programming
devices

10 Code B
IDCode A
ID2 Code E
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